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Multi-functional Flow Control Valve for
Water Treatment Systems

63504P, 63604P (Old Model No.: F63P1,F63P3)
73504P, 73604P (Old Model No.: F68P1,F68P3)
63502P, 63602P (Old Model No.: F65P1,F65P3)
73502P, 73602P (Old Model No.: F69P1,F69P3)
53504P (Old Model No.: F67P1)
53502P (Old Model No.: F71P1)

User manual

‘ Please read this manual in details
nov before using this valve and keep it properly

in order to consult in the future
OWRX.466.561




MODEL:F63P/F68P/F65P/F69P/F67P/F71P

Before the valve put into use, please fill in the below content so as to help us to refer in
the future.

The Program Type Setting (Operation by professional)

When all symbols light on, press and hold @ and @ buttons for 5 seconds to enter
the menu of valve model selection. Please set the program type in accordance with the
product type. (Time clock type by days or meter type. For example, F63P1 should be set as
F63P1; F63P3 should be set as F63P3. It should not be set to other type.)

Softener System Configuration

Tank Size: Dia. mm;Height mm;
Resin Volume L; Brine Tank Capacity L;
Hardness of Raw Water mmol/L;

Pressure of Inlet Water MPa;

Control Valve Model :  Number ;

The Specification of Drain Line Flow Control :

Injector No.

Water Source: Ground-watero Filtered Ground-water o Tap Watero Other

Filter System Configuration

Tank Size: Dia. mm, Height mm;
Filter Material Kg; Filter Material Height mm;
Turbidity of Inlet Water FTU;

Pressure of Inlet Water MPa;

Control Valve Model ; Number

Water Source: Ground-water Filtered Ground-water Tap Water

Other

MODEL:F63P/F68P/F65P/F69P/F67P/F71P

Parameter Setting

Parameter Unit | Factory Default Actual Value
Time of Day H:m Random
Control Mode A-Oli/ 02/ | A0
(P3 meter type available)
H’I;Itml\g‘?eiiig alv/azilable) / Ll
Water Treatment Capacity :
(P3 meter type available) " 10
Service Days (Time clock type, by days) D. 03
Regeneration Time / 02:00
Backwash Interval Times
(F68P/F69P available) / £-00
(FETPIFT1P available / F-00
Backwash Time min. 10
Brine & Slow Rinse Time min. 60
Brine Refill Time min. 05
Fast Rinse Time min. 10
Maximum IntervaliRegeneration Days D 30
(P3 meter type available)
Output Mode b-01(02) / b-01

@If there is no special requirement when product purchase, for F63P/F68P, we choose
6309 (old) injector and 8468007 drain line flow control for the standard configuration;
1f need new 1njector ,we choose 6809 (new) 1njector and without drain line flow control
for the standard configuration. For F65P/F69P, we choose 6305 (old) injector and 8468005
drain line flow control for the standard configuration; if need new 1njector, we choose

6804 (new) 1njector and 8468061 drain line flow control for the standard configuration.
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Notice

@® To ensure normal operation of the valve, please consult with professional installation

or repairing personnel before use it.

@ If there are any of pipeline engineering and electric works, there must be finished by

professional at the time of installation.
® Do not use the control valve with the water that 1s unsafe or unknown quality.

® Depending on the changing of working environment and water requirement, each

parameter of softener should be adjusted accordingly.

® When the water treatment capacity is too low, please check the resin. If the reason is

short of resin, please add; if the resin 1s turn to reddish, brown or broken, please replace.

@ Test water periodically to verify that system 1s performing satisfactorily.

® Sodium used 1n the water softening process should be considered as part of your overall

dietary salt intake. Contact your doctor 1f you are on a low sodium diet.
@® Ensure that there is solid salt all the time 1n the brine tank in the course of using, when

this valve 1s used for softening. The brine tank should be added crystalline coarse salt only,
at least 99.5% pure, forbidding use the small salt.
@® Do not put the valve near heat sources, or surroundings with high humidity, corrosive,

intense magnetic field or intense librations environment. And do not leave 1t outside.
@® Forbidden to carry the injector body. Avoid to use injector body as support to carry the

system.
@® Forbidden to use the brine tube or other connectors as support to carry the system.

@® Plcase use this product under the water temperature between 5 ~ 50 “C,water pressure
0.15 ~ 0.6MPa. Failure to use this product under such conditions voids the warranty.
@ [f the water pressure exceeds 0.6MPa, a pressure reducing valve must be installed before

the water inlet; While, 1f the water pressure 1s under 0.15MPa, a booster pump must be
installed before the water inlet.
® PPR pipes, corrugated pipes, or UPVC pipes are recommended for pipe installation and

aluminum-plastic pipes should be avoided.

@® Do not let children touch or play, because careless operations may cause the procedure

changed.
® When the attached cables of this product and transformer are damaged, they must be

changed to the one that 1s from our factory.




